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Cylinder sets for the bassoon profiler

VAT no. NL852435538B01

Instrument Cylinder set
Set number | Diameter | Length | Tip width Difference

Bassoon 001 26 120 16 0,15
Bassoon 002 26 120 16 0,2
Bassoon 003 26 120 16 0,25
Bassoon 004 26 120 16 0.3
Bassoon 005 26 120 16 0,35
Bassoon 006 26 120 16 0.4
Baroque bassoon D26 007 26 140 16 0,15
Baroque bassoon D26 008 26 140 16 0,2
Baroque bassoon D24 009 26 140 16 0,25
Baroque bassoon D26 010 26 140 16 0,3
Baroque bassoon D26 011 26 140 16 0.35
Baroque bassoon D26 012 26 140 16 0.4
Baroque bassoon D30 013 30 140 18 0,2
Baroque bassoon D30 014 30 140 18 0,25
Baroque bassoon D30 015 30 140 18 0,3
Baroque bassoon D30 016 30 140 18 0,35
Baroque bassoon D30 017 30 140 18 0.4
Baroque bassoon D30 018 30 140 18 0,45
Contra bassoon 019 30 150 20 0.25
Contra bassoon 020 30 150 20 0.3
Contra bassoon 021 30 150 20 0,35
Contra bassoon 022 30 150 20 0.4
Contra bassoon 023 30 150 20 0.45
Contra bassoon 024 30 150 20 0.5
Conftraforte 025 30 180 22 0.3
Contraforte 026 30 180 22 0,35
Contraforte 027 30 180 22 04
Contraforte 028 30 180 22 0.45
Conftraforte 029 30 180 22 0.5
Contraforte 030 30 180 22 0,55

Remark : Bold is standard



